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13806 SWIVEL

13806SWIVEL isacommand line utility that demonstrates the SwivelView™ feature of
the S1D13806. 13806SWIVEL provides hardware rotation of apredefined image by 0°,
90°, 180°, and 270° in a clockwise direction. 13806SWIVEL cycles through each
SwivelView mode, advancing to the next mode when a key is pressed.

13806SWIVEL is designed to operate on a personal computer (PC) within a 32-bit
environment only (Windows® 9x/NT). Other embedded platforms are not supported.

The 13806SWIVEL utility must be configured and/or compiled to work with your
hardware configuration. The utility 13806CFG.EXE can be used to configure
13806SWIVEL. For further information on 13806CFG, refer to the 13806CFG Users
Manual, document number X28B-B-001-xx.

S1D13806 Supported Evaluation Platforms

Installation

Usage

13806SWIVEL supports the following S1D 13806 eval uation platforms.

» PC with an Intel 80x86 processor running Windows 9x/NT.

Copy thefile 13806swivel.exeto adirectory in the path. If desired, create ashortcut on the
Windows 9x/NT desktop to the file 13806swivel .exe.

At the Windows DOS Prompt, type:
13806swi vel

Note
Pressing the ESC key exits the program.
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Example

Comments

1. Runthe utility 13806SWIVEL. At the Windows DOS prompt type:
13806swivel

Note
13806SWIVEL displays colored lines of text and initially appears in SwivelView 0°
mode (normal landscape).

Press any key to enable SwivelView 90° mode. The pattern is rotated by 90°.

Press any key to enable SwivelView 180° mode. The pattern is rotated by 180°.
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Press any key to enable SwivelView 270° mode. The pattern is rotated by 270°.
5. Pressany key to return to SwivelView 0° mode (landscape).
6. Pressthe ESC key to exit the program.

Note
13806SWIVEL will continue to cycle through the SwivelView modes in the above or-
der until the ESC key is pressed.

» 13806SWIVEL supports LCD panels only (no CRT or TV).

e 13806SWIVEL must be configured for LCD only using the utility 13806CFG. For
further information on 13806CFG, refer to the 13806CFG Users Manual, document
number X28B-B-001-xx.

» 13806SWIVEL supports 8 and 16 bpp color depths only.

 For further information on SwivelView™, refer to the SLD13806 Hardware Functional
Fpecification (document number X 28B-A-001-xx) and the S1ID13806 Programming
Notes and Examples (document number X 28B-G-003-xx).
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